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ProLube Classic SAE  40   Ford A

Motorolie til  Ford A        
· Description:

Motor oil without additives.
· Application:

REGULAR to be used in older engines with high oil consumption and everywhere a non-detergent oil is recommended.
· Specifications:

API SA
· Properties:

- Non detergent motor oil.
- Without additives.
- Viscosity index of 95
· Typical analysis :
	
	SAE 10
	SAE 20
	SAE 30
	SAE 40
	SAE 50

	
	
	
	
	
	

	density / 15°C
	0.870
	0.882
	0.885
	0.890
	0.895

	visc.at 40°C
	42.2 cSt
	65.2 cSt
	92.5 cSt
	149.3 cSt
	215.5 cSt

	visc.at 100°C
	6.3 cSt
	8.3 cSt
	10.5 cSt
	14.5 cSt
	18.5 cSt

	visc. index
	95
	95
	95
	95
	95

	pour point
	- 12°C
	- 9°C
	- 6°C
	- 6°C
	- 6°C

	flash point COC
	200°C
	220°C
	240°C
	260°C
	275°C

	colour(ASTM)
	L 2.0
	L 2.0
	2.5
	2.5
	L 4.0


10154525
Teknisk afdeling 2010-11-10-SQ
hjemtages efter fast ordre i tromler a 205 Liter,

sporadisk lager af 25 Liter dunke for SAE 40 til Ford A
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